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INDICATOR LIGHTS
(Neutral, Oil, High Beam, Turn)
Removal:

®Remove the instrument unit mounting nuts, and lift
up the unit slightly (KZ400-C). There are a lock-
washer, flat washer, rubber dampers (2) on each studs.
®Remove the screws (2) and take off the upper cover.
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A. Upper Cover B. Screws

®To remove the indicator lights (3), first press the bulb
inwards, then holding the bulb in this position, twist
it to the left and pull it out.

Installation Note:
elUse 12V 3.4W bulbs for indicator light replacement.

TURN SIGNAL LIGHT
Bulb Replacement:

®Remove the lens mounting screws, and take off the lens.
®Press the bulb inwards, and holding the bulb in this
position, twist it to the left and pull it out.

G8e)"

A. Bulb

®install a new 12 volt bulb of the correct wattage (see
the wiring diagram).

oFit the rubber gasket in place, and install the lens.
Be careful not to overtighten the mounting screws.

TURN SIGNAL ASSEMBLY

Removal (front, either side):

®0Open the headlight housing, and free the headlight
unit from the motorcycle (Pg. 129).

e®Disconnect the turn signal/running position light leads
in the headlight housing.

eRemove the mounting nut, lockwasher, flat washer,
and black/yellow ground lead terminal, and pull the
front turn signal from the front fork cover stay.

|
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A. Ground Lead Terminal C. Lockwasher
B. Flat Washer D. Nut

Installation Notes (front, either side):
1. If the front turn signal dampers have been removed,

install them as shown in Fig. G89.
2. Adjust the headlight (Pg. 30).

Removal (rear, either side):
®Unlock the seat and swing it open.
eRemove the license plate.

®Remove the bolts, lockwashers, and flat washers (2 ea),
and remove the rear fender cover toward the front.
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A. Bolts B. Rear Fender Cover C. Flat Washers




Front Turn Signal Installation

®Disconnect the gray turn signal lead.

®Remove the mounting bolt, nut, lockwasher, and flat
washers (2), and pull the rear turn signal assembly ofl
the stay.

Installation Notes (rear, either side):
I. Check that the black/yellow lead is grounded in the
license plate bracket,

A. Ground Lead

2. Connect the turn signal leads according to Table G2.
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1. Mounting Nut 6. Rubber Damper
2. Lockwasher 1. Fork Cover
3. Flat Washer 8. Rubber Damper
4. Ground Lead 9. Turn Signal
5. Collar
Table G2 Turn Signal Lead Color
Turn Signal Lead Main Wiring Harness Lead
: Gray + Gray
RIght | Black/Yellow < Black/Yellow
Left Gray <+ Green
Black/Yellow <« Black/Yellow

SPEEDOMETER, METER LIGHT

Removal:
®Disconnect the upper end of the speedometer cable

with pliers.

B. Cable

A. Cap Nuts
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eRemove the cap nuts, flat washers, dampers (2 ea)
from the bottom of the meter holder.

®Pull up the speedometer, pull the meter light out of
the speedometer base, and remove the speedometer.

A. Speedometer

®To remove the meter light bulb, first press the bulb
inward, then holding the bulb in this position, twist
it to the left and pull it out.

Place the meter so that the correct side
of the meter is up. If a meter is left
upside down or sideways for any length of time it will
malfunction,

Installation Note:
e®Use 12V 3.4W bulb for meter light replacement.

TACHOMETER, METER LIGHT, INDICATOR
LIGHTS (Stop, High Beam)

Removal:

®Disconnect the upper end of tachometer cable with
pliers.

®Remove the cap nuts, flat washers, dampers (2 ea) from
the bottom of the meter holder.

®Pull up the tachometer, and pull the meter light and
indicator lights (2) out of the tachometer base, and
remove the tachometer.

N\

A. Rubber Damper
B. Flat Washer

®To remove the meter and indicator bulbs, first press the
bulb inwards then holding the bulb in this position,
twist it to the left and pull it out.

Place the meter so that the correct side
of the meter is up. If a meter is left
upside down or sideways for any length of time it will
malfunction.

Installation Notes:

1. Use 12V 3.4W bulb for meter light replacement.

2. Use the bulbs shown in Table G3 for indicator light
replacement. Also, refer to the table for light loca-
tion by lead color.

Table G3

Indicator Lights
SUB Windicator Light | Lead Color
Wattage

12V High Beam
3.4W Stop Lamp

Red/Black, Black/Yellow
Green/White, Brown

TAIL/BRAKE LIGHT

Bulb Replacement:

®Remove the lens mounting screws, and take off the
lens.

®Press the bulb inwards, and holding the bulb in this
position, twist it to the left and pull it out.

A. Bulb

®Replace a burned-out bulb with a new 12 volt bulb of
the correct wattage (see the wiring diagram).

oFit the rubber gasket in place, if removed, and install
the lens. Be careful not to overtighten the mounting
SCrews.
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IGNITION SWITCH FRONT BRAKE LIGHT SWITCH (on KZ400-B)
Removal: Removal:
®0Open the headlight housing, and free the headlight ®Pump the brake fluid out of the line as explained in
unit from the motorcycle (Pg. 129). the Maintenance Section — Changing the brake fluid
®Disconnect the ignition switch wiring harness socket (Pg. 202).
from the plug (4-pin) it connects to in the headlight ®Disconnect the front brake light switch leads from the
housing and push the socket out of the housing. switch.

®Remove the headlight housing mounting bolts (2).
Each bolt has a nut, collar, and washer.

A. Brake Light Switch B. Switch Leads

®Unscrew the front brake light switch from the 3-way
joint.

CAUTIO If brake fluid spills when the switch is
m removed, painted or chromed surfaces

may be damaged. Wipe up any spilled fluid immediately.

A. Flat Washer C. Collar
B. Mounting Bolt D. Nut

®Move the headlight housing down slightly.

®Remove the bolts (2) from the bottom of the steering
lock assembly, and remove the steering lock assembly : g
and ignition switch. Each bolt has a lockwasher, flat Installation Notes:

washer, collar and two rubber dampers. I. Apply a small amount of a non-permanent locking
agent to the switch threads before mounting the

switch. So that no locking agent will get mixed in
with the brake fluid, do not apply any on the lower
one-fourth of the threads.

Brake Light Switch Installation {*’Eﬁﬂ:

A. lgnition Switch

. Mounting Bolts

Installation:

®Fit the ignition switch and steering lock assembly in
place, and tighten the bolts (2). The sequence is bolt,
lockwasher, flat washer, rubber damper, steering lock
assembly, rubber damper and collar.

®Connect the ignition switch wiring harness socket to
its plug in the headlight housing.

eMount the headlight housing in place tightening its

Do not apply this part.

mounting bolts. The sequence is mounting bolt, flat 2. Tighten the front brake light switch to 2.8 kg-m
washer, fork cover, housing collar, and nut. (20 ft-lbs) of torque.
®nstall the headlight unit (Pg. 129). 3. After the switch has been installed, bleed the front

®Adjust the headlight (Pg. 30). brake lines (Pg. 203).
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FRONT BRAKE LIGHT SWITCH (on KZ400-C)
Removal:

®Open the headlight housing, and free the headlight
unit from the motorcycle (Pg. 129).

®Disconnect the brown and the bluefred front brake
switch lead connections in the headlight housing, and
pull these leads out of the housing.

®Remove the straps (2) on the right side of the handle-
bar, and free the front brake switch leads.

®Using a thin-bladed screwdriver or some other suitable
tool, press in the front brake switch tab which catches
in the hole in the underside of the brake lever holder,
and then remove the switch.

A. Brake Light Switch

REAR BRAKE LIGHT SWITCH

Removal:

®Remove the rear brake light switch spring.

eUnfasten the strap which holds the switch leads on
the frame.

®Disconnect the blue and brown leads from the rear
brake light switch under the fuel tank.

R T ek Ll Fs

A. Switch Leads

®Press in the rear brake light switch tabs which catch
in the bracket hole, and remove the rear brake light
switch.

r————

(G101)

“

A. Brake Light Switch B. Tab

Installation Note:
®Adjust the switch after installation (Pg. 28).

HANDLEBAR

Removal:

®Take off the rear view mirrors.

®Remove the fuel tank (Pg. 43) or cover it with a
thick cloth to avoid damaging the painted surface.

®Loosen the locknut, and turn in fully the adjuster at
the center of the clutch cable to give the cable plenty
of play.

®Remove the clutch adjusting cover.

®Loosen the locknut, and turn in the clutch adjusitng
screw a couple of turns to give the clutch cable plenty
of play.
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B. Locknut

A. Adjusting Screw

®Loosen the knurled locknut on the clutch lever, and
turn in the adjuster and line up the slots in the clutch
lever, locknut, and adjuster. Free the inner cable from
the lever.



A. Clutch Cable
B. Adjuster

eRemove the straps which hold the left switch wiring
harness and right switch wiring harness to the handle-
bar.

®Take out the left switch housing screws (2), and re-
move the housing from the handlebar. If necessary,
loosen the clutch lever holder bolt, and slide the clutch
lever to the right.

®Remove the right switch housing screws (2), and open
up the housing.

el oosen the master cylinder clamp bolts (2) (KZ400-B).

C. Knurled Locknut

A. Clamp Bolts

®Loosen the front brake lever holder bolt (KZ400-C).
®Remove the handlebar clamp bolts and lockwashars
(4 ea), remove the clamps (2), and slide the handle-
bar from the throttle grip, right switch housing, and
master cylinder or front brake lever holder.

e
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®To remove the clutch lever, loosen the clutch lever
holder bolt, cut off the left handlegrip, which is bond-
ed to the handlebar, and slide off the clutch lever.

Installation:

e|f the clutch lever and left handlegrip were removed;
slide the clutch lever back on, hand tighten its bolt,
and bond a new left handlegrip to the handlebar.

oSlide the right side of the handlebar through the master
cylinder or front brake lever holder, and the right
switch housing, and into the throttle grip assembly.

e®Mount the handlebar, and install the handlebar clamps,
lockwashers, and clamp bolts so that the angle of the
handlebar matches the angle of the front fork asshown,
and tighten the clamp bolts evenly to 1.8 kg-m (13.0
ft-lbs) of torque.

G106

A. Handlebar

B. Front Fork

®|nstall the left switch housing, and tighten its screws
(2).

ePut together the right switch housing, and tighten its
screws. The upper half of the housing has a small
projection which fits into a small hole in the handle-
bar. The front switch housing screw is longer than
the rear screw.

B. Hole

A. Projection

e\With the brake lever mounted at the proper angle,

tighten first the upper and then the lower master
cylinder clamp bolt to 0.80 kg-m (69 in-Ibs) of torque
(KZ400-B).
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eWith the brake lever mounted at the proper angle,
tighten the brake lever bolt (KZ400-C).

oWith the clutch lever mounted at the proper angle,
tighten the clutch lever holder bolt.

®Strap the left switch housing wiring harness, the right
switch housing wiring harness, and the front brake
light switch leads back onto the handlebar.

oFit the tip of the clutch cable back into the clutch
lever,

®|nstall the fuel tank (Pg. 43).

eCheck the front brake (Pg. 25).

®Check the throttle cable (Pg. 15).

eAdjust the clutch (Pg. 19).

®|nstall the rear view mirrors.

®Adjust the rear view mirrors.

STEERING STEM

Removal:

eRemove the fuel tank (Pg. 43).

eRemove the speedometer cable (Pg. 127).

®Remove the front brake cable (Pg. 125).

eRemove the front wheel (Pg. 107 for KZ400-B or Pg.
110 for KZ400-C).

®Remove the headlight unit (Pg. 129).

®Disconnect all the leads and plugs in the headlight
housing.

®Disconnect the front brake light switch leads from the
switch (KZ400-B).

e®Remove the headlight housing mounting bolts (2) and
remove the headlight housing. Each bolt has a flat
washer, collar, and nut.

(G108
‘o V%
o j"

{

1

A. Headlight Housing

B. Mounting Bolts

®Remove the clamp bolts (2), and take off the master
cylinder. There is aflat washer for each master cylinder
clamp bolt.

®On the KZ400-B, remove the 3-way joint mounting
bolts, lockwashers, and flat washers (2 ea) with the two
cable guides.

A. 3-way Joint C. Mounting Bolts

B. Cable Guide

®0On the KZ400-C, remove the cable guide mounting
bolts (2) at the stem base, and remove the cable guide
(2). Each bolt has a lockwasher and flat washer.

®Disconnect the tachometer cable at the tachometer
with pliers.

®Remove the caliper mounting bolts, lockwashers, and
flat washers (2 ea), and remove the caliper together
with the master cylinder, upper brake hose, 3-way
joint, and lower brake hose.

A. Mounting Bolts B. Caliper

®_oosen the locknut, and turn in fully the adjuster
at the center of the clutch cable to give the cable
plenty of play.

®Remove the clutch adjusting cover.

®_oosen the locknut, and turn in the clutch adjusting
screw a couple of turns to give the clutch cable plenty
of play.

:

B. Locknut

A. Adjusting Screw




®Loosen the knurled locknut on the clutch lever holder,
and screw in the adjuster, lining up the slots in the
clutch lever, knurled locknut, and adjuster. Free the
inner cable from the lever.

A. Clutch Cable
B. Adjuster

®Remove the straps which hold the right switch wiring
harness to the handlebar.

®Remove the strap which secures the wiring harness to
the frame top tube.

®Disconnect all the leads and plugs from the left and
right switch housings under the frame top tube.

\ (G113)
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C. Knurled Locknut
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®Pull the right switch wiring harness out through the
space between the stem head and the instrument unit.
®Remove the right switch housing screws (2), and open

the housing.
8L oosen the front fork upper clamp bolts (2).

y j:_.-' . . -..,_“-__
A. Fork Upper Clamp Bolt C. Head Clamp Bolt
B. Stem Head Bolt
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e[ oosen the stem head clamp bolt, and then remove the
stem head bolt, lockwasher, and flat washer.

®[ap lightly on the bottom of the stem head with a
mallet, and then remove the steering stem head together
with the handlebar, meter(s), and ignition switch. Slide
the handlebar from the throttle grip and the right
switch housing.

{:::j: Place the stem head so that the correct
CAUTION i side of the meter(s) is up. If a meter is

left upside down or sideways for any length of time, it

will malfunction.

‘__F% (G115)
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A. Stem Head B. Fork Cover

®Remove the fork covers with the turn signals. Each
fork cover has a stem base cover, damper ring, and
rubber damper at the bottom.

e®Remove the fender bolts and lockwashers (6 ea), and
take off the fender.

®Loosen the lower clamp bolts, and pull out each fork
leg with a twisting motion.

®Push up on the stem base, and remove the steering
stem locknut with the stem nut wrench (special tool);
then remove the steering stem and stem base (single
unit). As the stem is removed, some of the steel balls
will drop out of the lower outer race. Remove the rest.
There are 19 steel balls in the lower outer race.

\ G176
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A. Stem Locknut
B. Stem Nut Wrench (57001-134 or 1100)

IH e
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®Remove the steering stem cap, the upper inner race,
and the upper steel balls (19).
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Installation:

®Apply grease to the upper and lower outer races in the
head pipe so that the steel balls will stick in place
during stem insertion. Install the upper steel balls (19)

and lower steel balls (19). All upper and lower steel
balls are one size.

A. Steel Balls

®Put on the upper inner race and steering stem cap.
Insert the steering stem into the head pipe, and tighten
the steering stem locknut to 3.0 kg-m (22 ft-lbs) of
torque.

®Run the inner tube of each front fork leg up through
its clamp in the stem base. Temporarily tighten the
lower clamp bolt on each side to hold each fork leg
in place with its inner tube protruding about 150 mm
above the steering stem base.

®install the rubber damper, damper ring, base cover,
and fork cover, on each tube in this order.

A. Rubber Damper
B. Damper Ring

C. Base Cover

®5lide the right side of the handlebar through the right
switch housing, and into the throttle grip assembly.
®|nstall the stem head assembly and the stem head lock-
washer and flat washer (flat side facing down). Screw
in the stem head bolt loosely. Be sure the wiring har-

nesses and all cables go between the stem head and the
front fork legs.

®|-or each fork leg, loosen the lower clamp, and align the
upper end of the front fork inner tube with the upper
surface of the stem head. Tighten the upper clamp bolt
to 1.8 kg-m (13.0 ft-lbs) of torque.

A. Inner Tube Upper End

eTighten the stem head bolt to 4.5 kg-m (33 ft-lbs) of
torque and the rear clamp bolt to 1.8 kg-m (13.0 ft-Ibs)
of torque.

ol ighten the front fork lower clamp bolts to 3.0 kg-m
(22 ft-lbs) of torque.

®Run the right switch wiring harness between the stem

head and the instrument unit, going to the left of the

head pipe and along the frame top tube.

/

A. Right Switch Wiring Harness
B. Left Switch Wiring Harness

eRun the left switch wiring harness to the right of the
head pipe and along the frame top tube.

eConnect the right and left switch leads and plugs to the
same color leads of the main wiring harness.

®Strap the wiring harnesses back onto the frame top
tube.

®Put together the right switch housing, and tighten its
screws. The upper half of the housing has a small pro-
jection which fits into a hole in the handlebar. The
front switch housing screw is longer than the rear screw.

(G121)

A. Projection




®Position the left switch housing in place, and tighten

its screws. The front screw is longer than the rear

SCrew.

®Run the front brake light switch lead between the stem
head and the instrument unit (KZ400-C).

®Strap both the right switch housing wiring harness and
the left switch housing wiring harness back onto the
handlebar.

o[- it the tip of the clutch cable back into the clutch lever.

®|nstall the master cylinder on the handlebar with the
small projection on the clamp facing the throttle grip
(Fig. G38 on Pg. 117). Tighten first the upper clamp
bolt and then the lower bolt, both to 0.80 kg-m (69
in-lbs) of torque. Each clamp bolt has a flat washer.

®install the caliper on the left front fork leg. Tighten
the mounting bolts to 4.0 kg-m (29 ft-lbs) of torque.
Each bolt has a lockwasher and flat washer.

®|nstall the 3-way joint on the steering stem base. Be
sure to include a cable guide, flat washer, and lock-
washer with each bolt. Tighten the bolts to 0.80 kg-m
(69 in-lbs) of torque.

®On the KZ400-C, install the cable guides on the steering
stem base. Each bolt has a lockwasher and flat washer.

®Run the tachometer cable through its guide at the
3-way joint, fit the inner cable into the tachometer,
and tighten the cable nut with pliers.

®Connect the front brake light switch leads to the switch.
The leads may connect to either terminal (KZ400-B).

®Run the plugs, sockets, and wiring into the headlight
housing, and mount the headlight housing, tightening
its mounting bolts. The sequence is mounting bolt,
flat washer, fork cover, collar, and nut.

®Connect the plugs, sockets, and leads in the headlight
housing. Connect the same color leads to the same
color leads.

®|nstall the headlight unit (Pg. 129).

®install the front fender, tighten its bolts (6). Each
bolt has a lockwasher.

®Secure the lower brake hose in its guide. Be sure the
rubber grommet is in place.

®|nstall the front wheel (Pg. 107 for KZ400-B or Pg. 110
for KZ400-C).

®Install the speedometer cable (Pg. 128).

®|nstall the front brake cable (Pg. 125).

oCheck the steering and adjust it, if necessary (Pg. 28).

®|nstall the fuel tank (Pg. 43).

®On the KZ400-B, check the front brake and bleed the
system, if necessary (Pg. 203).

®0n the KZ400-C, adjust the front brake (Pg. 25).
®Adjust the clutch (Pg. 19).

®Check the throttle cables and adjust, if necessary (Pg.
30).

®Adjust the rear view mirrors.

STEERING STEM BEARING

Removal:

®Remove the steering stem (Pg. 136).

®[o remove the outer races pressed into the head pipe,
insert a bar into the head pipe, and hammer evenly
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around the circumference of the opposite race to drive
It out.

Gibn)

A. Bar B. Outer Race

®] o remove the lower inner race, which is pressed onto
the steering stem, grip the stem in a vice, and use a
metal rod and hammer as shown in the figure.

G123

A. Rod B. Lower Inner Race

Installation:

eApply oil to the outer races, and then drive them into
the head pipe using the stem cup driver and the bearing
driver holder (special tools). Be sure to press them
until they stop at the stepped portion in the head pipe.

(G124)

A. Bearing Driver Holder (57001-139)
B. Stem Cup Driver (57001-138)
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eApply oil to the lower inner race, and then drive it
onto the steering stem using the stem bearing driver
and adapter (special tools). Be sure to press it until it
stops at the stem base.

(G125)

A. Stem Bearing Driver (57001-137)
B. Adapter (57001-294)

elnstall the steering stem (Pg. 138).

FRONT FORK

Removal (each fork leg):

eRemove the front wheel (Pg. 107 for KZ400-B or Pg.
110 for KZ400-C).

eRemove the bolts and lockwashers (6 ea) that hold the
front fender to the left fork leg, and remove the fender.

®To remove the left fork leg on the KZ400-B, remove
the caliper mounting bolts, lockwashers, and flat
washers (2 ea); and rest the caliper on some kind of
stand so that it does not dangle.

el oosen the upper and lower clamp bolt.

:
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A. Upper Clamp Bolt

B. Lower Clamp Bolt

eWith a twisting motion, work the fork leg down and
out.

Installation (each fork leg):

oSlide the fork leg up through the lower and upper
clamps until the upper end of the front fork inner tube
is even with the upper surface of the stem head. Tight-
en the upper clamp bolt to 1.8 kg-m (13.0 ft-lbs) of
torque and the lower clamp bolt to 3.0 kg-m (22 ft-lbs).
ft-lbs).

A. Upper Clamp Bolt C. Stem Head

B. Inner Tube End

®|nstall the front fender between the front fork legs.
Tighten the bolts (6) with lockwashers.

einstall the caliper, tightening the caliper mounting bolts
to 4.0 kg-m (29 ft-Ibs) of torque. Each mounting bolt
has a flat washer and lockwasher.

®Secure the lower brake hose in its guide. Be sure the
rubber grommet is in place.

®|nstall the front wheel (Pg. 107 for KZ400-B or Pg.
110 for KZ400-C.

Disassembly:

®Remove the cap 14 from the inner tube.

®Press the top plug (6 to remove the top plug retaining
ring 15 , and then remove the top plug and spring

C. Press down

A. Top Plug
B. Retaining Ring

®Pour the oil into a suitable container, pumping as
necessary to empty out all the oil.
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~ Front Fork G129

1. Dust Seal 11. Drain Screw 21. Stem Base Cover 31. Lockwasher
2. Retainer 12. Gasket 22. Damper Ring 32. Steering Stem
3. Oil Seal 13. Allen Bolt 23. Rubber Damper 33. Stem Base

4. Spacer 14. Cap 24. Lockwasher 34. Outer Tube
5. Piston Ring 15. Retaining Ring 25. Bolt 35. Stud

6. Piston and Cylinder Unit 16. Top Plug 26. Spring 36. Axle Clamp
1. Spring 17. O Ring 27. Inner Tube 37. Lockwasher
8. Cylinder Base 18. Bolt 28. Stem Head 38. Nut

9. Outer Tube 19. Lockwasher 29. Bolt

10. Gasket 20. Fork Cover 30. Nut
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eStop the cylinder ® from turning by using the front
fork cylinder holder handle and holder adapter (special
tools). Unscrew the Allen bolt 13 and gasket (2 from
the bottom of the outer tube (9) or 3, and then separate
the inner tube from the outer tube by pulling it out.

A. Front Fork Qil Seal Driver (57001-191)

3. Install the spring @ with the smaller diameter end
facing down.

A. Front Fork Cylinder Holder Handle and Adapter
(57001-183, 57001-1011)
B. Allen Wrench

®Remove the dust seal (D off the outer tube 9. '
®Slide or push the cylinder & and its spring (7 out the

top of the inner tube.
®Remove the cylinder base 8 out the top of outer tube.

®Remove the retainer 2 from the outer tube with a ! W
H %

sharp hook, and pull out the oil seal @. It may be N
necessary to heat the outer tube around the oil seal
before pulling it out.

A. Smaller Diameter End

4. Refill with 145~ 155 cc of fresh SAE 5W20 oil.

REAR SHOCK ABSORBER (on KZ400-B)
Removal (each side):
®Set the motorcycle up on its center stand.

®To remove the left shock absorber, remove the grab rail
mounting bolt, lockwasher, and flat washer.

(G134

A. Retainer B. Qil Seal

Assembly Notes:

1. Apply liquid gasket to both sides of the gasket (2 ,
apply a non-permanent locking agent to the Allen
bolt, and tighten it using the front fork cylinder
holder handle and holder adapter (special tools) to

stop the cylinder from turning. The torque for the
Allen bolt is 1.8 kg-m (13.0 ft-Ibs).

E/
JJ
2. Replace the oil seal with a new one, apply oil to the

outside, and install it with the front fork oil seal A. Grab Rail C. Gap Nut
driver (special tool). B. Mounting Bolt

%_.-



eRemove the cap nut, lockwasher, and flat washer. To
remove the left shock absorber, also remove the grab
rail and flat washer.

eLift up on the rear wheel as necessary to avoid damaging
the shock absrober bolt threads, and remove the shock
absorber bolt and lockwasher.

A. Shock Absorber Bolt

®Pull off the rear shock absorber.

Installation Notes:

1. Place the thin flat washer on each side of the grab rail.
2. Tighten the shock absorber bolt and nut to 3.0 kg-m
(22 ft-Ibs) of torque.

REAR SHOCK ABSORBER (on KZ400-C)
Removal (each side):
®Remove the cap nut, lockwasher, and flat washer,

—
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= AW
A. Cap Nut B. Rear Shock Absorber Bolt

eLift up the rear of the frame as necessary to avoid
damaging the shock absorber bolt threads, and remove
the shock absorber bolt and lockwasher.

oSlide the bottom of the shock absorber out of its
bracket, and pull it off.
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Installation Note:

®Tighten the shock absorber bolt and nut to 3.0 kg-m
(22 ft-Ibs) of torque.

SWING ARM
Removal:
e®Remove the rear wheel (Pg. 119).

®Move the swing arm up and down to check for abnor-
mal friction.

®Remove the pivot shaft nut, and pull out the pivot
shaft.

A. Pivot Shaft Nut

oPull back the swing arm. A cap on each side of the
pivot will also drop off.

Installation:

®|_ubricate the swing arm pivot (Pg. 214).

®Apply grease to the cap inner surfaces and install the
cap on each side of the pivot of the swing arm.

®|nstall the rear shock absorber lower mounting bolts
finger tight. Each bolt has a lockwasher. This is to
help hold the swing arm in place when installing the
pivot shaft.

®Position the pivot of the swing arm into its place in the
frame, and slide in the pivot shaft from right to left.
A screwdriver inserted into the left side of the pivot
will keep the left cap in place.

elnstall the side stand return mechanism and pivot shaft
nut, and tighten the nut to 8.0 kg-m (58 ft-lbs) of
torque.
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e®Hook the return mechanism spring on the pins. Disassembly:

NOTE: As the swing arm needle bearings will be dam-
aged upon removal, be sure to have new ones on hand
prior to disassembly.

eRemove the caps 2/, and pull out the swing arm sleeve

6.
eRemove the screws (2), and take off the chain guard.
Each screw has a lockwasher and flat washer.

e(nstall the rear wheel (Pg. 120).

eAdjust the drive chain (Pg. 24).

eAdjust the rear brake (Pg. 27).

oCheck and adjust the automatic side stand return |
mechanism (Pg. 31). A. Chain Guard B. Torque Link

Swing Arm

Nut

Cap

MNeedle Bearing
Swing Arm

. Grease Nipple
Sleeve

. Pivot Shaft
Bolt

Torque Link

. Lockwasher

. Nut

Safety Clip

. Lockwasher

. Nut

. Safety Clip

. Bolt

. Chain Adjuster
. Nut

. Adjusting Bolt

[e—
Ekﬂmumm:p:..u_m_—r

el e gl
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eRemove the clip 12 from the torque link bolt8. Take

out the nut 1l and bolt, and then remove the torque
link 9 from the swing arm@&).

®|nsert a bar into one side, hammering on it lightly to

knock out the needle bearing (3) on the opposite side.

eUse the bar again to knock out the other bearing.

Assembly Notes:

1:

Inspect the swing arm sleeve (Pg. 213), and replace it
with a new one if it has worn past the service limit
or is damaged. Also, replace both needle bearings
whenever the sleeve is replaced.

. Replace the needle bearings with new ones if either

one has been damaged or removed. Apply oil to the
outside surface of the bearings before installing them
with a press.

. Install the torque link and then tighten the torque

link nut to 3.0 kg-m (22 ft-lbs) of torque. Insert
the safety clip through the bolt.

Adjust the drive chain (Pg. 24) after installing the
swing arm.
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Maintenance — Engine
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1. Rocker Arm Shaft 8. Chain Tensioner 15. Connecting Rod 22. Crankshaft

2. Rocker Arm 9. Valve Guide 16. Oil Pressure Switch 23. Balancer Chain
3. Camshaft Chain 10. Exhaust Valve 17. Primary Chain 24. Oil Filter

4. Camshaft Sprocket 11. Cylinder Head Cover 18. Clutch 25. Oil Screen

5. Camshaft 12. Cylinder Head 19. Dynamo Armature 26. Kick Gear

6. Inlet Valve 13. Piston 20. Dynamo Flywheel 27. Kick Spring
7. Cylinder Block 14. Oil Pipe 21. Starter Motor Chain 28. Kick Shaft
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